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As a specialized manufacturer of solid-pharmaceutical-production machinery,

With rich experience in the field and a great number of professional engineers and
technical personnel, we have developed about 40 types of machines in over 10
varieties, such as TDP. THP. ZP. ZPW. ZPF series Tablet Press; CFQ. XCJ.
QVC series Tablet Press Auxiliary Equipment; CH. V. HD series Mixer; YK. ZL.
LG. HLSG series Granulator; FC. B series Grinder; RXH series Oven; BY. TBY.
PBY. DBY series Sugar Coating Machine and all kinds of Die. It is used in
pharmaceutical, food, chemical, electronics, metallurgy and other industries. The
products are sold throughout the China, some of them have entered Europe,
America, the Middle East, Southeast Asia. It is trusted and praise by domestic and
foreign user.

Our company also can provide services for our customer from machines selecting,
technical designing to technique training. We offer customers low price, high quality
and prompt delivery.

Our company bases its existence on quality efficiency as principles so as to provide
first-class pharmaceutical equipment and after-sales service to customers.

HuaMao Machinery promises to supply quality products with good price and service
to achieve customers' satisfaction always.
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Model TDP Type Single Punch Tablet Press

TDP-1 Single Punch Tablet Press TDP-5 Single Punch Tablet Press
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Description for usage:

This machine is a small-sized table type tablet press. It drives by motor, can continually punch various tablets.
This machine can punch various small grain and rough powder to form round tablets or special-shaped tablets,
is available to the laboratory or to the produce in little batches for various tablets, saccharine tablet, calcium
tablet and special-shaped tablet, etc.

FEZHAKRKSZE Main Technique Specifications

Model %! % TDP-1 TDP-5
Dies 4% 1Set
Max. Pressure fiz Kk /i ) 25KN 50 KN
Max. Dia. of Tablet 1 A [k 1 F 1% 13mm 22mm
Max. Filling Depth 1z K 78 H{ i JiE 11mm 13mm
Max. thickness of the Tablet 1 [ Ji JiE J 6mm 7mm
Production Capacity Pcs/hr) 27 fiE /) : 6000 Pcs/hr. 3000 Pcs/hr.
Motor Power (220V/1 Phase) L 1) % 550W 1.1Kw
Motor Power (380V/3 Phase) Hi L 1h # 370W 1.1Kw
Overall Size (mm) 4ME R ~F \ 580%450x625 600x500x700
' Net Weight (Kg) & 1 80 150
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THP-Sierial Flower Basket Tablet Press

JRIE .
AP —/DERUESE AF R B, e, T il AR Tk
I PRFBURLIR SRS ) e BR P A R e e 2

5
EIEH T M BB E L R RIS . s, BER . B
Froumekl s B, oo RS Rl AL B A

ORISR BB, AR n] RO A R AR SO B P
T 7

THP-10 Flower Basket Tablet Press

Characteristic:

This machine is a small continuous automatic tablet press which is
one of the essential equipments for pressing granular raw materials
into tablets or medicines taken with water in pharmaceutical,
chemical, food, electronics industries.

It can be used to press medicinal tablets, catalysts, candies, calcium
coffee pills, powder metallurgical parts, electronics components,
various tablets of pesticide and fertilizer etc. in small batch
production, laboratory and hospital.

The machine can press special shaped, ring-like tablets of different
kinds, and can also process the tablets of pesticide both sides are
impressed trademarks, letters and simple patterns

THP-4 Flower Basket Tablet Press

F E 3 KZS £ Main Technique Specifications

5 Model THP-4 THP10 THP16
M B A Dies (1) (set) 1set
It K JE B 71 Max. pressure (KN) 40KN 100KN 160 KN
e Kl H 48 Max. Diaof Tablet (mm) 30mm 40mm 65mm
Bt K 76 HiBE Max.Depth of fill (mm) 25mm 45mm 65mm
OB 35 K F L% Max. Outside Dia.of Ringnlike tablet 22mm 35mm 55mm
I F 5 K AL 4% Max. Hole Dia. Of Ringnlike tablet 10mm 14mm 22mm
" 7= fit /1 Production Capacity (pcs/hr.) 3000 2750 2400
HL L I % Motor Power (Kw) 1.1 Kw 3.0 Kw 4.0 Kw
Ah 8 RS Overall Size (L x W x H) (mm) 685x 565 1610 | 666 x 860 x 1800 | 700x 860 x 1900
| ¥ J  NetWeightz 275 Kg 520 Kg 750 Kg
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ZPF5/ZPF7/ZPFOkEse X [E B #l
ZPF5/ZPF7/ZPF9 Rotary Tablet Press
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Application:

Model ZPF5. ZPF7. ZPF9 Rotary Tablet Press is
a small rotary tablet press, it is mainly used to
research for tablet techniques.

Characteristic:

This machine can punch various small grain and
rough powder to form the circular or special-
shaped tablets, is available to the laboratory or to
the produce in little batches for various tablets,
saccharine tablet, calcium tablet and special-
shaped tablet, etc.

FEH#H AKSE Main Technique Specifications

55 Model ZPF5 ZPF7 _ ZPF9
M ELH Dies (11) (Sets) 5 7 9
It KJEF /1 Max. Pressure (KN) 40

It X JE Jy 4% Max. Dia. Of Tablet (mm) 13

I K 78 BUAE S Max. Filling Depth (mm) 15

i JCH ) JELJE Max. Thickness Of Tablet (mm) 6

B 1553 Turret Speed (§/41) (r/min.) 35

J5e K7 7= 1k Max. Production Capacity (pcsihr.) 9600 13440 17280
fHL 3 % Motor Power 1.5 Kw / 220V / 50Hz

4b B RUS) Dimension (LxWxH) (mm) 4405901050

7 H Net Weight (Kg) 275
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ZP12C Rotary Tablet Press
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Application:

Model ZP12C Rotary Tablet Press is a small rotary tablet press, it is mainly used to
research for tablet techniques. This machine can punch various small grain and rough
powder to form the circular or special-shaped tablets, is available to the laboratory or to
the produce in little batches for various tablets, saccharine tablet, calcium tablet and

special-shaped tablet, etc.

F E# K S % Main Technique Specifications

5 Model ZP12C
AL Dies 12 Sets
e KJE F 71 Max. Pressure (KN) 40
I K Fy 142 Max. Dia. Of Tablet (mm) 25
e KR HLVR JE Max. Depth Of Filling (mm) 17
T N E - JELFE Max. Thickness Of Tablet (mm) 9

I F A 7 Bt Production Capacity (pes/hr.) 28800

HLHL I % Motor Power

2.0 Kw/ 3800V /50Hz

A RSE overall Size (mm) POREnnI
1§ 7 NetWeight (Kg) 0
LR B L A ) 04
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ZP15Y/ZP15CAR T REFEE X E F

ZP15Y/ZP15C Rotary Salt
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Application:

This machine is a principal equipment used in
pharmaceutical, chemical and food industries for
automatic and continuous forming of tablets from
granulated materials.

Itis specially suitable for small quantity and mass
production of salt or calcium tablets of round form or other
different geometrical shape tablets.

Characteristics: ZP15Y

The turret carries 15 sets of punches and dies, so 15

tablets will be pressed for each revolution of the turret. During operation, the speed of the turret rotation, the
depth of the filling material and the thickness of the tablets can be adjusted. The mechanical buffer unit will
prevent punches and apparatus from overload damage. A powder suction unit is attached to take in the residual
powder during operation, so that the blockage by the residual powder can be eliminated and the collected
powder material can be reused. For materials filling, there is a force filling device on the machine.

F EH KR Z % Main Technique Specifications

A5 Model ZP15Y ZP15C
B Dies (Sets) 15 15

I K Fr 1) Max. Pressure (KN) 60 60

I K v i #2Max. Dia. Of Tablet (mm) 26 25

I K7 HUE £ Max. Depth Of Fill (mm) 15 30

I K JE EEMax. Thickness Of Tablet (mm 6 5~15

A S Turret Speed (F5/41) (r/min.) 20~40 15~28

A 7 fit 1) Production Capacity

CHI )Y (pes. /hr.) 20000~30000 13500~25200
HHLIh % Motor Power 2.2 Kw/ 380V /50Hz / 960r/min. 3.0 Kw/ 380V / 50Hz / 960r/min.
4hJE RS Overall Size (mm) 8807501600 880x750x1600
T 1t Net Weight (Kg) 560 560
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ZP15/ZP17/ZP195E4E X E B #1
ZP15/ZP17/ZP19 Rotary Tablet Press
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ZP15/ZP17/ZP19

Characteristic:

This machine is a principal equipment used in
pharmaceutical, chemical and food industries for automatic
and continuous forming of tablets from granulated materials.

It is specially suitable for small quantity and mass production
of pharmaceutical, candy and calcium tablets of round form or
other different geometrical shape tablets(except ZP19).

B-Type is a new type designed in accordance with GMP
standard, its surface is covered with stainless steel and looks
nice.

ZP15B/ZP17B/ZP19B

i EH KRS Main Technique Specifications

5 Model ZP19/ZP19B ZP17/ZP17B ZP15/ZP15B
M ELHL Dies (11) (Sets) 19 17 15

I KJE v 7] Max. Pressure (KN) 40 60

Iz K e F B 4% Max. Dia. Of Tablet (mm) 13 20 25

I K 78 BUZ £ Max. Filling Depth (mm) 15

i JOHs i J5EE Max. Thickness Of Tablet (mm) 6

5 4 4 34 Turret Speed (#4/4%) (r/min.) 20~40

I K7 7 it Max. Production Capacity (pes/hr.) 25000~45000 22300~40800 20000~30000
HLHLII % Motor Power 2.2 Kw/380V /50Hz / 960r/min.

Hh 8 K<) Dimension (LxWxH) (mm) 880X750X1600

7 Net Weight (Kg) 560
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ZPF15/ZPF17/ZPF19%! iR IE K #l
ZPF15/ZPF17/ZPF19 Rotary Tablet Press
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Application:

This Rotary Tablet Press is a principal equipment used in pharmaceutical,
chemical and food industries for automatic and continuous forming of tablets
from granulated materials.

It is suitable for small quantity and mass production of pharmaceutical, candy
and calcium tablets. it is not only suitable for making round shape tablet, but
also can press other irregular shape tablet.

Feature:

Stainless steel casing is of fully enclosed structure and internal surfaces are

made of stainless steel. The surface of the turret receives special treatment

so that it can both maintain the surface gloss and prevent cross infection, and conform to GMP requirements as well. Windows
and doors with transparent glasses results in clear watch for tablets and side panel can be fully opened so as to achieve easy
cleaning and service of inside. All controllers and operability are reasonably arranged, Frequency conversion device is used to
regulate speed electrically, which is featured by easy operation, steady rotation, safety and correctness. Overload protective
device is mounted so that when the pressure is overloaded, the machine will automatically stop. Enclosed in the oil tank below
the main body of the machine, the transmission system are totally separated individual components. In this way, the parts
won't cause cross infection and as the transmission parts are immersed in the oil tank, they are easy to dissipate the heat and
abrasion resistant. The machine is furnished with powder suction device etc.

i ZH RS Main Technique Specifications

B4 Model ZPF15 ZPF17 ZPF19
MBI XL Dies (f1) (Sets) 15 17 19

I KIE R /1 Max. Pressure (KN) 60

Fe KJE F i 12 Max. Dia. Of Tablet (mm) 25 20 13

I K F HUE I Max. Filling Depth (mm) 17

I52 N 5L Max. Thickness Of Tablet (mm) 9

ety i3 Max. Rotary Speed Of Tumet 40

5 A2 7 hit Max. Production Capacity (pcs/hr.) 36000 40800 45600
fHL I % Motor Power 3.0Kw / 380V / 50Hz

4b B4 JLS) Dimension (LxWxH) (mm) 700%1000x1600

1t . Net Weight (Kg) 800
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ZPF21/ZPF23%Y 38 4& £ # 4l
ZPF21/ZPF23 Rotary Tablet Press for Chicken MSG block
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Application:

This machine is a double pressing type capable of automatic revolution and continuous pressing to press raw
material in particle form into tablets. It mainly applies to the tablet production in pharmaceutical industry and
also is applicable to chemical, food, electronic etc.

Feature:
Model ZPF21/ZPF21 can make large diameter tablet, such as chicken MSG block, salt tablet etc..
For ZPF21, the max. tablet's diameter can be up to 40mm, and its output is 63000pcs for one hour.

For ZPF23, the max. tablet's diameter can be up to 38mm, and its output is 69000pcs for one hour.

FEH#H KBS E Main Technique Specifications

45 Model ' ZPF21 ZPF23

ML %L Dies (Sets) . 21 23

I KK Fy 71 Max. Pressure (KN) 80 80

g N & F 1 1% Max. Dia. Of Tablet (mm) 40 38

i KB K 5L Max. Thickness Of Tablet (mm) . 9

I K 7= ig J1 Max. Production Capacity (pcs/hr.) 63000 69000
| 1 20 P12l % Motor Power ' 7.5 Kw/380V/50Hz
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ZPF25/ZPF27/ZPF29E3: X £ B #1
ZPF25/ZPF27/ZPF29 Rotary Tablet
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Application:

This machine is a double pressing type capable of automatic revolution and
continuous pressing to press raw material in particle form into tablets. It mainly
applies to the tablet production in pharmaceutical industry and also is
applicable to chemical, food, electronic etc.

Characteristic:

Stainless steel casing is of fully enclosed structure and internal surfaces are made of stainless steel. The surface of the turret
receives special treatment so that it can both maintain the surface gloss and prevent cross infection, and conform to GMP
requirements as well. Windows and doors with transparent glasses results in clear watch for tablets and side panel can be fully
opened so as to achieve easy cleaning and service of inside.

All controllers and operability are reasonably arranged, Frequency conversion device is used to regulate speed electrically,
which is featured by easy operation, steady rotation, safety and correctness.

Overload protective device is mounted so that when the pressure is overloaded, the machine will automatically stop.

Enclosed in the oil tank below the main body of the machine, the transmission system are totally separated individual
components. In this way, the parts won't cause cross infection and as the transmission parts are immersed in the oil tank, they
are easy to dissipate the heat and abrasion resistant. The machine is furnished with powder suction device etc.

FEHAKSE Main Technique Specifications

155 Model ZPF25 ZPF27 ZPF29
ML Dies (Sets) (ff) 25 27 29
151 FL B K% standard of Punches and Dies ZP/IPT

i K H 71 Max. Pressure (KN) 80

#e KJE Jy H 4% Max. Dia. Of Tablet (mm) 22 20 17
I5r K 78 U FE - Max. Depth of fill (mm) 20

$5z N )5 Max. Thickness of tablet (mm) 8

¥ 5 Iig K6 3 Max. Turret Speed(r/min.) 38

$pz K7 41t Max. Production Capacity (peshr) 114000 123000 132000
H L) # Motor Power 5.5 Kw/ 380V / 50Hz

HRJE L 5] Overall Size (L x W x H)(mm) 1200% 900 x 1650 mm

1 H Net Weight (kg) 2200 2200 2200
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ZPF25D&! e E H#l

ZPF25D Rotary Tablet Press
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Application:

This machine is a double pressing type capable of automatic revolution and
continuous pressing to press raw material in particle form into tablets. It mainly
applies to the tablet production in pharmaceutical industry and also is applicable
to chemical, food, electronic etc.

Feature:

Stainless steel casing is of fully enclosed structure and internal surfaces are made of stainless steel. The surface of the turret
receives special treatment so that it can both maintain the surface gloss and prevent cross infection, and conform to GMP
requirements as well. Windows and doors with transparent glasses results in clear watch for tablets and side panel can be fully
opened so as to achieve easy cleaning and service of inside.

All controllers and operability are reasonably arranged, Frequency conversion device is used to regulate speed electrically,
which is featured by easy operation, steady rotation, safety and correctness.

Overload protective device is mounted so that when the pressure is overloaded, the machine will automatically stop.

Enclosed in the oil tank below the main body of the machine, the transmission system are totally separated individual
components. In this way, the parts won't cause cross infection and as the transmission parts are immersed in the oil tank, they
are easy to dissipate the heat and abrasion resistant. The machine is furnished with powder suction device etc.

It can press three layer tablet.

FEHFHAKSE Main Technique Specifications

5 Model ZPF25D
ML Dies (1) (Sets) 25
i NJE v 71 Max. Pressure (KN) 80
, I K M Fy H 1% Max. Dia. Of Tablet (mm) 20
Iz K e HUZE % Max. Filling Depth (mm) 20
5t KR 7 A Max. Thickness Of Tablet (mm) 8

¥ 5 5 N6 18 Max. Rotary Speed Of Turret

36 r/min.

f5e KA P74t Max. Production Capacity (pcs/hr.)

H1HL I % Motor Power

54000 (Forthree layer) /160000 (For one layer)
5.5 Kw/380V/50Hz/

Ap 1 ]S Dimension (LxWxH) (mm)

14+ HL Net Weight (Kg)

1200 900 x 1650 mm
2200Kg
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ZP33/ZP33BE! mEHNE R #1
ZP33/ZP33B Rotary Tablet Press

ZP33B
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ZP33

Application:

This machine is a principal equipment used in
pharmaceutical, chemical and food industries for automatic
and continuous forming of tablets from granulated materials.
Itis specially suitable for small quantity and mass
production of pharmaceutical, candy and calcium tablets of
round form tablet.

Characteristics:

The mechanism of the machine belongs to double-press
type, two sets of feed assemblage and press roller unit are
included. The turret carries 33 sets of punches and dies, so
66 tablets will be pressed for each revolution of the turret
rotation.

B-Type is a new type designed in accordance with GMP
standard, its surface is covered with stainless steel and
looks nice.

F EH KRS % Main Technique Specifications

5 Model ZP33/ZP33B
ML Dies () (Sets) 33

I K i J) Max. Pressure (KN) 40

It N s i M 42 Max. Dia. Of Tablet (mm) 13

e K 78 HUZE £ Max. Depth Of Fill (mm) 15

T K B R £ Max. Thickness Of Tablet (mm) 6

e HE B Turret Speed ($4/44) (r/min.) 11~28

" 77 fig 7] Production Capacity

43000~110000 ¢ Jv/if) (pes./hr.)

H1LHLIh # Motor Power

2.2 Kw/ 380V /50Hz/960r/min.

A8 JE R S) Overall Size (mm)

930X900x1600

i it NetWeight (Kg)

M ERBBNEARLE DD 11
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ZPF33/ZPF35/ZPF37iEd: X [E B #l
ZPF33/ZPF35/ZPF37 Rotary Tablet
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Application:

This machine is a double-press type, continuous automatic tablet press for
pressing granular raw materials into tablets, it is mainly used in pharmaceutical
industry and also the chemical. food and electronic industries.

ZPF33D

Characteristics:

The outside part of the machine is fully enclosed. The material of the cover and the inside table face is stainless steel. The
turret face is specially disposed keeping the luster of the face and prevent the cross pollution, meeting the G.M.P
requirement.

It has transparent windows so that press condition can be observed clearly and the windows can be opened, it is easier for
cleaning and maintenance.

The lay-out of all the controllers and the operate parts is reasonable.
The speed adjustment of the driver is controlled by the frequency conversion device.
All the drive devices are located inside the machine, so keep the machine clean.

A overload protection unit is included in the system to avoid the damage of the punches and apparatus, when overload
occurs, the machine stops automatically.

C-type is an improvement of the original machine with additional function of pre-compression. force-feeding device and the
device to prevent the breakage of the upper punch.

F EH K2 Main Technique Specifications

145 Model ZPF33 ZPF35 ZPF37
ML % Dies (1) (Sets) 33 35 37
55 HL B #% Standard of Punches and Dies ZP /IPT(D-type)

i K F 71 Max. Pressure (KN) 80

fiLIE Jy 71 Pre-pressure (KN) ({LC-%!#1)

15 (Only for C-type)

Iz K ) £ 4% Max. Dia. Of Tablet (mm) 13
It K AL HUEE BE Max. Depth Of Fill (mm) 17
I N JE 7 JE B Max. Thickness Of Tablet (mm) 8
L& I K ¥ Turret Speed (r/min.) 40
I KB 7 Bt Max. Production Capacity (pcs. / hr.) 158000 168000 177000
H1 HLZh % Motor Power 5.5 Kw /380V /50Hz / 960r/min.
AR RUS) Overall Size  (LxWxH) (mm) 1000%1200%1700
7T Net Weight (Kg) 2200
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Application:

This machine is a double-press type, continuous automatic tablet
press for pressing granular raw materials into tablets, itis mainly
used in pharmaceutical industry and also the chemical. food and
electronic industries

Characteristics:

The outside part of the machine is fully enclosed. The material of the cover and the inside table face is
stainless steel. The turret face is specially disposed keeping the luster of the face and prevent the cross
pollution, meeting the G.M.P requirement.

It has transparent windows so that press condition can be observed clearly and the windows can be
opened, itis easier for cleaning and maintenance.

The lay-out of all the controllers and the operate parts is reasonable.

The speed adjustment of the driver is controlled by the frequency conversion device.

All the drive devices are located inside the machine, so keep the machine clean.

Aoverload protection unitis included in the system to avoid the damage of the punches and apparatus,
when overload occurs, the machine stops automatically.

F E# K S % Main Technique Specifications

%5 Model ZPF45
ML Dies (1) (Sets) 45
Fi FL#1 K%  Standard of Punches and Dies ZP
I KJE i 71 Max. Pressure (KN) 80
fii [ v 71 Pre-pressure (KN) 20
Iz K ) £ 4% Max. Dia. Of Tablet (mm) 13
It K AL HUEE BE Max. Depth Of Fill (mm) 15
g KB F 2 BE Max. Thickness Of Tablet (mm) 6

L& I K ¥ Turret Speed (r/min.) 38
I KE 7 i Max. Production Capacity (pcs. / hr.) 205000
HLHL L) % Motor Power 5.5 Kw/ 380V / 50Hz / 960r/min.
Ak RES) Overall Size  (LxWxH) (mm) 1240%1250%1900
7 Net Weight (Kg) 2800
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